


SPECIFICATIONS

Video  

InpUt

StandaRd PAL/NTSC

No. of Video 

Channels
4

ResolUtion
�‡�� D1/PAL: D1 (704x576), CIF (352x288)

�‡�� D1/NTSC: D1 (704x480), CIF (352x240)

CompRession H.264 120 D1 frames per second

CompRessed 

Data Rates
9kbps to 4Mbps, user configurable

PTZ CONTROL

2 Ports: 

1 x RS232 Port, 

1 x RS-485 Port

PTZ PROTOCOL Most common protocols (Pelco P/Pelco D)

Video 

OUtpUt

StandaRd PAL/NTSC

USER INTERFACE

�‡�� Push button display control (wired remote control)

�‡�� Touch screen support (screen independent)

�‡�� Supports LVDS Interface to external LCD

�‡�� External LCD XGA support (D-Sub)

AUdio
AUdio 

Channels

�‡�� 2 inputs: 1 active microphone, 1 passive microphone

�‡�� 2 outputs: 1 internal built-in speaker, 1 external  

bi-directional audio support

Comm  

Data

INTERFACE

�‡�� Dual USB interface slot (individually powered) at the 

back

�‡�� Dual USB interface slot (individually powered) at the 

front

�‡�� 2 x RS232 Communication Ports

WIRELESS  

CONNECTION

�‡�� Intel 5350

�‡�� Built-in HSPDA (3G), Siemens EU3

MAINTENANCE �:�H�E���E�D�V�H�G���F�R�Q�À�J�X�U�D�W�L�R�Q

EXTERNAL NET-

WORK SUPPORT

�‡�� Custom proxy for remote access and video streaming

�‡�� Dynamic DNS support – No-IP, Dyn DNS, SVDNS

GPS

GPS MODULE High Sensitivity GPS module (LEA-5S)

HIGH  

SENSITIVITY 

MODULE  

(LEA-5S)

�‡�� 50-channel u-blox 5 engine with over 1 million effective 

correlators

�‡�� High immunity to jamming

RecoRding

Mode Continuous, event driven or scheduled

HD Type
�‡�� �,�'�(���L�Q�W�H�U�I�D�F�H�����R�S�W�L�R�Q���I�R�U���D�Q���,�'�(���Á�D�V�K���G�L�V�N��

�‡�� Removable HD (USB interface)

HD Size Default: 2.5”, 80GB SATA HDD

StoRage
3.3GB per day per channel @ 15 fps/320kbps CIF  

continuous recording

EVENT 

HANDLING & 

OUTPUT

Event Type External sensor input, video motion detection, video loss

Action type
�/�R�F�D�O���H�Y�H�Q�W���U�H�F�R�U�G�L�Q�J�����F�O�L�H�Q�W���Q�R�W�L�À�F�D�W�L�R�Q�V�����6�0�6�����H�P�D�L�O���Q�R�W�L�À-

cation, external activator

Motion  

Detection
Threshold control, area of interest, exclude areas

I/O

InpUt  

channels
4 Opto-isolated inputs (digital input x 4)

OUtpUt  

channels
2 Opto-isolated activators (built-in relay)

Voltage inpUt 8-36 DC

Ignition inpUt 12/24 VDC – Automatic system power with ignition

Voltage oUtpUt
Provides 12 V DC/500mA for cameras and external  

equipment

OpeRating 

EnviRon-

ment

Ambient  

tempeRatURe
0 degrees celsius to 65 degrees celsius

Relative  

hUmidity
< 90%

�0�R�9�L�6�Œ���+�D�U�G�Z�D�U�H���6�S�H�F�L�À�F�D�W�L�R�Q�V
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