


DESCRIPTION SPECIFICATION

Location Reporting GPS enabled

Reporting Interval Variable

Text Messaging 160 characters allowable

Data Rate  :  
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       Mode

Up to 8,000 bps 

Yes (Optional)

Error Correction Variable FEC,CRC

Compression Variable 2:1 to 10:1 (Optional)

Link 

Establishment Time

Typical <65ms (excluding Transceiver TX/RX 

rise time)

Processors 140 MIPS DSP + 8bit micro controller

Memory 4MB Flash

Minimum Transceiver 

Interface 
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400mVpp to 1.5Vpp - Impedance 100K ohm 

400mVpp to 2.5Vpp - Impedance 600 ohm 

Open Collector Output (maximum 100mA)

Audio Bandwidth 400-2500 Hz ± 3dB
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Battery 9V Lithium Ion Battery

Operating Voltage 10V – 30V

Ruggedisation �6�X�I�À�F�L�H�Q�W�O�\���5�X�J�J�H�G

Connectivity RS232, Bluetooth (Optional)

Radio Interface Wired

Operation Mode Polling, Beacon, One-to-One

Data Encryption AES 128-bit/256-bit

Voice Priority Yes

Self Booting Yes

Password Authentica-

tion
Only for Cryptographic keys

Emergency Erasure Yes

Dumb Modem Mode Yes

Operating Temperature -10° to +60° C

Size 7”(length) x 7”(width) x 2”(height)

Weight Up to 2.0kg
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